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ZERTIFIKAT & CERTIFICATE &

CERTIFICATE

Registration No. 11.232.357

EU type examination — production type (module B)
issued according to point 3.1 of Annex Il of the Directive 2014/68/EU of the
European Parliament and of the Council implemented by Act No. 90/2016 Coll.
and Government Decree No. 219/2016 Coll.

to the manufacturer:

KE-ARM, s.r.o.
Pekarska 1639/79a
CZ - 747 05 Opava - Katefinky
Company Registration No.: 13642511

for pressure equipment:

Name: 4-Way Ball valve
Type designation: KM 94
Modification: DN 32 — DN 200 (NPS 1 %4" — NPS 89

PN 6 — PN 250 (Class 150 — Class 1500)
Place of manufacture: KE-ARM, s.r.o., Vavrovicka 280/117, CZ - 747 07 Opava
Parameters: allowable temperature TSminmax: -196 °C / +500 °C

for fluids in Groups 1 and 2

This is to certify that the specimen of the product is in compliance with the
essential requirements of

Directive 2014/68/EU of the European Parliament and of the Council

This Certificate is issued for the purpose of the issue of declaration of conformity
of the product with above mentioned technical regulation. Details of evaluation
and list of important parts of technical documentation are given in the Evaluation
Report reg. No. 11.238.668, which forms an integral part of this Certificate.

Validity conditions are stated in the Annex to this Certificate which forms its
integral part and contains 1 page.

In Prague, dated 15t August 2017 N

on behalf of Notified Body 1017
Pavla Nerandzi¢ova
Head of Certification Department

TOV SUD Czech s.r.o. ® Novodvorska 994 e 14221 Prague 4 e Czech Republic e certification@tuv-sud.cz

TOV®



Annex to the EU type examination Certificate reg. No. 11.232.357

1. Validity conditions:
The present certificate is valid for the period of ten years since the date of its issue, and is
renewable on request.

Any design modifications of the pressure equipment compared to the certified design have to
be notified to TUV SUD Czech without delay. Such a circumstance may cause the further
certificate validity dependent on additional conformity assessment.

This certificate applies only to conformity assessment in the stage of design of pressure
equipment type, and without execution of appropriate conformity assessment modules in
manufacture / assembly, does not constitute per se a right to declare conformity with the
regulation, nor label the pressure equipment with mark of conformity.

Required operating and assembly manuals shall be attached to each product.

Each product shall contain a clear producer or importer reference and its type designation, so
that it is possible to determine the identity of tested type with products put into circulation.

2. Rules for the certificate disposal:
Certificate can be used only as a certificate for the products specified on the first page. This
also applies to the use in advertising, promotional and commercial materials.

This certificate can be copied only as a whole. It is forbidden to change, add or overwrite the
data in the certificate.

Unauthorized or deceptive use of the certificate can be subject to sanctions.

The certificate cannot be used as a certificate for products, to which modifications affecting
the conformity with standards and regulations were made without consent of TUV SUD.

The certificate shall apply only to its holder and to the products and places of manufacture
specified therein.

Transfer of the certificate to third parties by its holder is unacceptable, as well as its use by
third parties. It can be transferred to the third party only by TUV SUD Czech.

Not specified items are governed by General Terms and Conditions for Product
Certification as amended.

This language version of the certificate is a translation of a Czech official version
No. 11.232.357 issued on 01.08.2017, which is deemed the only one applicable in the
event of legal disputes and was printed on 01.08.2017.
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